Underside of adjacent foundation to
be below this line of influence

\I 100mm toe hold @ 1100mm depth

Water Level

Underside of adjacent foundation to be

below this line of influence

Surface treatment varies to suit client needs, may include:
timber decking, concrete, paving etc. to be done by others.
Refer to sheet 2 for typical installation details.
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Pool Liner

1000 x 1000 x 500mm Sump
filled with drainage metal

220mm @ Pipe drilled with 20mm @
holes to allow water flow into pipe
to be pumped by submersible pump
from time to time as required

-see note 5

Geofabric layer (Maccaferri Bidim A19, or approved
equivalent), to be laid between drainage metal and
compacted sand bedding, pipes to penetrate fabric

65mm OD punched Novaflo drain pipe
installed around perimeter of pool
base, discharging two ends to sump

POOL CROSS SECTION
Scale: 1to 75
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Skimmer box deck lid to
cover dewatering relief pipe

Approximate extent of sump, to be located at
low point of natural drainage path if available
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Pool Liner

Compacted pit sand
150mm max depth
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Justham Pools

SPECIFICATION

Building Consent:

All work shall be carried out in accordance
with the New Zealand Building Code and
local body bylaws. Consent to be received
before any site work commences.

Discharge from pool to comply with
regulations.
1. Pool Site: Pool to be located in level

"good ground" as defined in NZS 3604
Section 3. If in doubt employ the
services of a suitably qualified
engineer.

Excavation: Excavation to be carried
out carefully. Avoid over excavation.
Fittings: All plumbing and drainage
fittings to be in accordance with local
body bylaws.

Installation: Installation and backfilling
to be carried out in accordance with
instructions.

Water Level/Emptying: Water level tg
be maintained full to provide stability
to pool. Never empty without advice
from suitably qualified agent.
Reduction in water level may lead to
distortion or floatation of pool liner.

Pool Capacity 68000 liters

Pool Fencing: Pool fencing and gates
to be in accordance with Fencing of
Swimming Pools Act 1987.




Coping tile | Expansion joint with suitable UV &
Gel coat to be ground back (scuffed) over resistant sealant Mv Decking pool surround (by others)
entire perimeter to ensure effective adhesion I
S S Paved pool surround S
of epoxy and coping tiles. Coping tiles to be GL S
. X T " (by others) /
epoxied to pool perimeter using "Mapei \V4
Kerapoxy Adhesive” or approved equivalent. ( A I L i * Z GL
Expansion joints with suitable UV resistant . AV
; . S Pool Liner
sealant to be installed on diagonal corners for .
the Topaz and Sapphire pool models. Please refer to Sheet 1 for specific
arrangement of Pool steps etc.
General arrangement shown only.
-/
. Excavate 300-500mm oversized max. }
Pool Liner ~  Backfill with cemented pit sand, 5 Underside of adjacent
/" Barrows sand to 1 bag cement dry foundation to be below this
; / mix, no water line of influence
/ - .
/ | — Pile dimensions, embedment
. . { d and general arrangement to be
Underside of adjacent as per NZS3604
/ ot foundation to be below this / s P

/ line of influence
o i N
e U = - — —
65mm OD Novaflo 65mm OD Novaflo
PAVED SURROUND DETAIL DECKING SURROUND DETAIL
Scale: 1:25 Scale: 1:25
In
Coping tile Expansion joint with suitable r—-{ Water Supply
- UV resistant sealant A_v< Breaker if ired
acuum Breaker if require
Gel coat to be ground back (scuffed) over Mesh lap m\wﬁrnﬂmm_mﬁmmwu%hrw“_ﬂw%:M,_Am_wﬂ others) i 9
entire perimeter to ensure effective woo.BB J |
adhesion of epoxy and coping tiles. min. 8 Return ki
Coping tiles to be epoxied to pool perimeter GL = Pump Skimmer
wine ape Kemporyadhesel o LYt
. -2 —_— n p
Expansion joints with suitable UV resistant T . Z - ) Valve B
sealant to be installed on &mmo:m_ corners SE62 Reinforcing mesh in Filter _ITEU_m Pump
for the Topaz and Sapphire pool models. ©20MPa concrete 4 H_
\/ aste
/ Underside of adjacent
/ foundation to be below this
Please refer to Sheet 1 7 line of influence Permanent Pipework
for specific arrangement 7z
of Pool steps etc. ~ Concrete poolsurround, tobe Temporary Pipework (as required)
General arrangement Y worked under shell edging.
shown only. 2/D10 with R6 ties @ 300mm. Tap PLUMBING SCHEMATIC
( Excavate 300-500mm oversized max. Vacuum Not to Scale
Backfill with cemented pit sand, 5 Breaker
Pool Liner 5y Barrows sand to 1 bag cement dry
mix, no water
||||||||||| Hose
65mm OD Novaflo
CONCRETE SURROUND DETAIL VACUUM BREAKER
Scale: 1:25 Not to Scale
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Justham Pools

SPECIFICATION
Building Consent:

All work shall be carried out in
accordance with the New Zealand
Building Code and local body bylaws.
Consent to be received before any site
work commences. Discharge from pool to
comply with regulations.

1. Pool Site: Pool to be located in level
"good ground" as defined in NZS
3604 Section 3. If in doubt employ
the services of a suitably qualified
engineer.

Excavation: Excavation to be carried
out carefully. Avoid over excavation.
Fittings: All plumbing and drainage
fittings to be in accordance with local
body bylaws.

Installation: Installation and
backfilling to be carried out in
accordance with instructions.

Water Level/Emptying: Water level
to be maintained full to provide
stability to pool. Never empty
without advice from suitably
qualified agent. Reduction in water
level may lead to distortion or
floatation of pool liner.

Pool Fencing: Pool fencing and gates
to be in accordance with Fencing of
Swimming Pools Act 1987.

Brad Justham
Director

mobile: 027 301 0176

brad@justhampools.co.nz
info@justhampools.co.nz
www.justhampools.co.nz






